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Machine SOMA PREMIA 

Reference number FL0100 

Machine manufacturer SOMA 

Model Flex PREMIA 

CI or stack Cl 

Gearless Yes 

Type of inks Water based 

Year 2012 

Number of colors 8 

Max. web width 1320 mm 

Max. printing width 1270 mm 

Min. – Max. printing repeat 360 - 915 mm 

Max. mechanical speed 400 m/min 

Unwind type Automatic turret 

Max. unwind reel diameter 1000 mm 

Rewind type Automatic turret 

Max. rewind reel diameter 1000 mm 

Number & sizes airshafts for winder 4 x 3” 
4 x 6” 

Drying type Electric Hot Air  

Heating source included NO 

Edge guide(s) Yes 

Video camera Yes, BST  

Corona treater Yes, AHLBRANDT 

Auto-clean Yes 

Viscosity control Yes 

Inline slitting NO 
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Number of aniloxes Approx. 10 

Number of carrier sleeves 0 

Number of sleeves Minimum 20 

Manuals available Yes 

Available from Now 

Machine can be seen in production? Yes 

Type of Doctor blade  Close chamber  

Material which can print on                                                                                  LDPE 0.20~0.160 mm 
HDPE 0.010~0.150mm 
OPA 0.015~0.050mm 
CPP 0.020~0.070 mm 
BOPP 0.010~0.060mm 
PET 0.020~0.050mm 
Paper 25~180g/M2 

 

Price  Upon request  

  

 

 

 

 

Subject to unsold. Although believed to be correct, the machine specifications and lists supplied are based solely 

upon those provided by the original owners. 
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